Aufbauiibersicht fiir Elektrogerate und Maschinen
Data form for electrical equipment and machinery

Auftraggeber/Applicant:

Fertigungssttte / Production facility:

Geréteart/ Type of equipment:

Typenbezeichnung [ Type/model.

Rated Output Power at STC:

Min. Value of Output Power or Deviation at STC:

Maximum System Voltage:
Max. over-current protection rating:

Module Dimensions (L x W x H):

Weight:

Cell technology:

5 Product Service
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Chinaland Solar Energy Co., Ltd.
Liaoyuan Road, Feidong New Cily, Economic Development Zone, 231600 Hefel, Anhui Province,
PEOPLE'S REPUBLIC OF CHINA

Chinaland Solar Energy Co., Ltd.
Liaoyuan Road, Feidong New City, Economic Development Zone, 231600 Hefei, Anhui Province,
PEOPLE'S REFUBLIC OF CHINA

Mono-crystalline Silicon Photovoltaic (PV) Module

Solar Cell: China Sunergy Co, Ltd. / TDB125

a) 96 cells module: CHN200-96M, CHN210-96M, CHN220-96M, CHN230-86M

b) 72 cells module: CHN150-72M, CHN155-72M, CHN160-72M, CHN165-72M, CHN170-72M

¢) 60 cells module: CHN125-60M, CHN130-60M, CHN135-60M, CHN140-60M

d) 54 cells module: CHN110-54M, CHN120-54M, CHN125-54M

€) 36 cells module: CHN75-36M, CHN80-36M, CHN85-36M

Solar Cell: Jiangyin Jetion Science and Technology Co., Ltd. ] JX125504

f) 96 cells module: CHN225-96M, CHN235-36M, CHN240-96M, CHN245-96M, CHN250-96M,
CHN255-96M, CHN260-96M, CHN265-96M, CHN270-96M, CHN275-96M

@) 72 cells module: CHN175-72M, CHN180-72M, CHN185-72M, CHN190-72M, CHN195-72M,
CHN200-72M, CHN205-72M

h) 60 cells medule: CHN145-60M, CHN150-60M, CHN155-60M, CHN160-60M, CHN165-60M,
CHN170-60M

i} 54 cells module; CHN130-54M, CHN135-54M, CHN140-54M, CHN145-54M, CHN150-54M,
CHN155-54M

j) 36 cells module: CHNS0-36M, CHN95-36M, CHN100-36M

2) 200 W, 210 W, 220 W, 230 W
b) 150 W, 155 W, 160 W, 165 W, 170 W

¢) 125 W, 130 W, 135 W, 140 W

d) 110 W, 120 W, 125 W

e) 75 W, 80 W, 85 W

) 225 W, 235 W, 240 W, 245 W, 250 W, 255 W, 260 W, 265 W, 270 W, 275 W
g) 175 W, 180 W, 185 W, 190 W, 195 W, 200 W, 205 W

h) 145 W, 150 W, 155 W, 160 W, 165 W, 170 W

i) 130 W, 135 W, 140 W, 145 W, 150 W, 155 W

) 20 W, 95 W, 100 W

NIA
1000 VDC
10A

a), f) 96 cells module: 1580 x 1062 x 40 [mm] & 1580 x 1062 x 50 [mm]
b), g) 72 cells module: 1580 x 808 x 40 [mm)]
¢), h) 60 cells module: 1320 x 808 x 40 [mm)
d), i) 54 cells module: 1200 x 808 x 40 [mm]
e), j) 36 cells module: 1200 x 540 x 40 [mm)

a), f) 96 cells module; 22.0 kg (approx)
b), g) 72 cells module: 20.0 kg (approx)
c), h) 60 cells module: 15.5 kg (approx)
d), i) 54 cells module: 12.0 kg (approx)
e), j) 36 cells module: 8.0 kg (approx)

Monocrystalline Silicon
Palycrystalline Silicon
Thin-film {amorphous Silicon)

O0X
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CIGS L]
CdTe (]
Other L]
Application classes:
Class A General access, hazardous voltage, hazardous power applications  [X]
Class B:  Restricted access, hazardous voltage, hazardous power applications []
Class C:  Limited voltage, limiled power applications ]
Types of terminations: Type A: wire of flying lead ]
Type B; tags, threaded stubs, screws, elc. [l
Type C: connector
Junction box X
Protection devices: By-pass Diode X
Fuse O
Other (]
Fire safety class: Class A (]
Class B O
Class C [l
Frame: Framed
Frameless [l
Mechanical load tested: 2400 Pa
5400 Pa |
Module Design - Minimum Distances:
Between cells: 1.5 mm
Between cell and edge of laminate: 20 mm
Between any current carrying part and edge of laminate: 14 mm
Materials: Superstrate Tempered Glass 4
Normal Glass [l
Other: [l
Encapsulant EVA
Other O
Substrate TPT Ll
TPE X
Other: O
Frame Aluminium [
Other; O

Supplementary information:

Priifbericht Nr.  Test Report No.: 68.180.9.047.02 Ort/place:
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Sicherheitsrelevante Bauteile: (Schalter, Temperaturregler,
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Heizkorper, Stecker, Fassungen, Leitungen,

Kondensatoren, Motoren und sonstige Wicklungen z.B. Transformatoren, Magnetspulen)

(Not-Aus Gerite, 2-Handsteuerungen, Verriegelungsschalter, Sicherheits-Lichtschranken, Sicherheitsventile, Programmierbare Steuerungen-SPS,

hydraulische Steuerungen, pneumatische Steuerungen

Safely relevant components: (switch, temperalure regulator, heating element, plug, socket, wiring, capacitor,
motors and olher components with windings e.g. transformers, coils)

(emergency off devices, 2-hand-control-devices, interlock switches, safely light barriers, safely valves, programmable electronic controllers -PLC, hydraulic

controllers, pneumatic controllers .....)
Bauteil/ Hersteller/
Kind of component Manufacturer

Angaben {iber Typ, Stromstérke, Leistung,
Transformatorspezifikationsnummer, Isolationsklasse/
Information about type, current, power, transformer
specitication number,

insulating class

Product Servica

Priifzeichen von
Test mark from
(VDE, BSI, UL etc.)

1. Solar Cell
For model a), h), ¢),
d), e)

China Sunergy Co, Ltd.

Soldering material
For model a), h), c),

Dongguan Zhongcheng
Technology Co., Ltd.

d), e)

2. Solar Cell iangyin Jetion Science and
For model f), g), h), [Technology Co., Ltd.
i) J)

Asahi Solder Technology (Wuxi)
Co. Ltd.

Soldering material
For model f), g), h),
i), J)
3. Superstrate Xinyi PV Products (Anhui)
Holdings LTD

4,  Substrate SFC Co., Ltd.
(hacksheet)
5. Encapsulant Hangzhou First PV Material Co.,
ILtd.
6. Junction box INingbo Economic&Technical

Combination 1 Development Zone Hengda

Electrical Co., Ltd

Connector for
Photovoltaic system

Ningbo Economic&Technical
Development Zone Hengda
Electrical Co., Ltd.

Bypass diode Yangzhou Yangjie Electronic
Technology Co., Ltd .

Mono-Si, Cell type: TDB125

Cell dimensions L x W: 125 x 125 (mm)
Cell thickness: 235 (+40, -20) (um)

Cell area:148.57 (cm?)

ZCQT-XS01

Mono-Si, Cell type: JX125504

Cell dimensions L x W: 125 x 125 (mm)
Cell thickness: 21040 (um)

Cell area:154.81 (cm?)

ANX3012

Type: tempered glass
Material: tempered glass
Thickness: 3.2 (mm)

Type: TPE-34
Material: PVF/Adhesive/Polyester/ Adhesive [Polyethylene
Thickness: 25/8/250/8/55 (pum)

Type: TPE-33

Material: PVF{Adhesive/Polyester/Adhesive/Polyethylene
Thickness: 30/8/250/8/55 (um)

Material: EVA, HZF-L-0406

Type: PV-JBO03A, 1000V DC, 104, -40 to +85°C
P65

Type: PV-ST01, 1000V DC, 30A, -40 to +85°C
P67

Schottky, Type: 10SQ050
Max. peak reverse voltage 50V,

Forward Rectified current 10A.

Tested with appliance

Tested with appliance

Tested with appliance

Tested with appliance

Tested with appliance

TUV Rheinland

TUV Rheinland

Tested with appliance

TUV Rheinland

TOV Rheinland

Tested with appliance

Priifbericht Nr. / Test Report No.: 68.180.9.047.02

Projektleiter | Project Engineer: Laura Wang
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Sicherheitsrelevante Bauteile: (Schalter, Temperaturregler, HeizkGrper, Stecker, Fassungen, Leitungen,
Kondensatoren, Motoren und sonstige Wicklungen z.B. Transformatoren, Magnetspulen)

(Not-Aus Gerite, 2-Handsteuerungen, Verriegelungsschalter, Sicherheits-Lichtschranken, Sicherheitsventile, Programmierbare Steuerungen-SPS,
hydraulische Steuerungen, pneumatische Steuerungen
Safely relevant components: (switch, temperalure regulator, heating element, plug, socket, wiring, capacitor,
motors and other components with windings e.g. transformers, coils)

(emergency off devices, 2-hand-control-devices, interlock switches, safety light barriers, safety valves, programmable electronic controllers -PLC, hydraulic
controllers, pneumatic controllers .....)

Bauteil/
Kind of component

Hersteller/
Manufacturer

Angaben iiber Typ, Stromstérke, Leistung,
Transformatorspezifikationsnummer, Isolationsklasse/
Information about type, current, power, {ransformer
specitication number,

insulating class

Product Service

Priifzeichen von
Test mark from
(VDE, BSI, UL etc.)

Cable for
photovoltaic
equipment

Adhesive for
junction hox

7. Junction hox
Combination 2

Connector for
Photovoltaic system

Bypass diode

Cable for
photovoltaic
equipment

Adhesive for
junction hox

8. Junction hox
Combination 3

Connector for
Photovoltaic system

Wuxi Xinhongye Wire & Cable
Co., Ltd.

Beijing Tonsan Adhesive
[Suzhou Hardi Solar Tech Co.,

Ltd.

Suzhou Hardi Solar Tech Co.,
Ltd.

Yangzhou Yangjie Electronic

Technology Co., Ltd.
HY Electrical Co., Ltd.

Wuxi Xinhongye Wire & Cable
Co., Ltd.

Beijing Tonsan Adhesive

Suzhou Hardi Solar Tech Co.,
Ltd.

Suzhou Hardi Solar Tech Co.,
Ltd.

Max junction temperature 200°C
Cells per bypass diode: a),f),b),q) 24, ¢),h) 20, d),i),e),j)18
No. of bypass diodes: a),f} 4x2, b),g),c),h),d).f) 3x2, e),j) 2x2

Type: PV1-F, 1x 4.0 mm?
1.8kV DC, -40 to +90°C

Material: 1527(a)
Max operating Temp.: 105°C

Type: PV-26401
1000V DC, 8.5A, -40 to +85°C, IP65

Type: HDC-1M (Male) & HDC-1F (Female)
1000V DC, 25A, -40 to +85°C, 1P67

[Schottky, Type: 10SQ050

Max. peak reverse voltage 50V,

Forward Rectified current 10A.

Max junction temperature 200°C

Cells per bypass diode: a),f),b),q) 24, c),h) 20, d),i),e),j}18
No. of bypass diodes: a),f) 4, b),g),c),h),d),f) 3, e),j) 2

Type: PV1-F, 1x4.0mm?,
1.8kV DC, -40 to +90°C

aterial: 1527(a)
ax operating Temp.: 105°C

ype: PV-A24301
000V DC, 9A, -40 to +85°C, P65

ype: HDC-1M (Male) & HDC-1F (Female)
000V DC, 25A, -40 to +85°C, IP67

TUV Rheinland

Tested with appliance

TUV Rheinland

TOV Rheinland

Tested with appliance

TUV Rheinland

Tested with appliance

TUV Rheinland

TUV Rheinland

Bypass diode Yangzhou Yangjie Electronic chottky, Type: 108Q050 Tested with appliance
Technology Co., Ltd. ax. peak reverse voltage 50V,
HY Electrical Co., Ltd. orward Rectified current 10A.
Max junction temperature 200°C
ells per bypass diode: a),f),b),g) 24, ¢),h) 20, d),i),e),j)18
o. of hypass diodes: a),f) 4, b),g),c),h),d).f) 3, e),j) 2
Cable for Wuxi Xinhongye Wire & Cable  Type: PV1-F, 1x 4.0 mm?, TUV Rheinland

Priifbericht Nr. / Test Report No.: 68.180.9.047.02

Projektleiter / Project Engineer: Laura Wang
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Sicherheitsrelevante Bauteile: (Schalter, Temperaturregler, Heizkorper, Stecker, Fassungen, Leitungen,

Kondensatoren, Motoren und sonstige Wicklungen z.B. Transformatoren, Magnetspulen)

{Not-Aus Gerite, 2-Handsteuerungen, Verriegelungsschalter, Sicherheits-Lichtschranken, Sicherheitsventile, Programmierbare Steuerungen-SPS,
hydraulische Steuerungen, pneumatische Steuerungen ....)

Safely relevant components: (switch, temperature regulator, heating element, plug, socket, wiring, capacitor,

moters and other components with windings e.g. transformers, coils)

(emergency off devices, 2-hand-control-devices, inlerlock switches, safely light barriers, safety valves, programmable electronic controllers -PLC, hydraulic
controllers, pneumatic controllers .....)

Bauteil/ Hersteller/ Angaben (iber Typ, Stromstérke, Leistung, Priifzeichen von
Kind of component Manufaclurer Transformatorspezifikationsnummer, Isolationsklasse/ |  Test mark from
Information about type, current, power, transformer (VDE, BSI, UL etc.)

spegitication number,
insulating class

photovoltaic Co., Ltd. 1.8kV DC, -40 to +90°C
equipment

Adhesive for Beijing Tonsan Adhesive Material: 1527(a) Tested with appliance
junction box Max operating Temp.: 105°C

9. Junction box Jangsu Lingyang Electronics  [Type: LY0508-1 TOV Rheinland
Combination 4 Co., Ltd, 1000V DC, 9A, -40 to +85°C, IP65
Connector for WUiangsu Linyang Electronics  [Type: LY0706-2, 1000V DC, 25A, -40 to +85°C TUV Rheinland
Photovoltaic systemCo.,Ltd. IP65
Bypass diode Powersilicon Inc. Schottky, Type: STVBSAD DO-27 Tested with appliance

Max. peak reverse voltage 40V,

Forward Rectified current 12A.

Max junction temperature 200°C

Cells per bypass diode: a),f),b),g) 24, c),h) 20, d),i),e),j)18
No. of bypass diodes: a),f) 4, b),g),c),h),d),f) 3, e),j) 2

Cable for Uiangsu Nantong Wirosun Type: PVI-F, 1x 4.0 mm?, TOV Rheinland
photovoltaic Electric Technology Co., Ltd.  [1.8kV DC, -40 to +90°C
equipment
Adhesive for Beijing Tonsan Adhesive Co., [Material: 1527(a) Tested with appliance
junction box Ltd. Max operating Temp.: 105°C
10.  Cell interconnector Wuxi SVECK Technology Cross section: 2 x 0.2 (mm) Tested with appliance
Co.,Ltd. Material: Sn63Ph37
11, String connector  MWuxi SVECK Technology Cross section: 5x 0.2 (mm) Tested with appliance
Co.,Ltd. [Material: Sn63Ph37
12. Frame Anhui Huilv Aluminium Co.,Ltd [Type: HL-ZN40*50, Material: Anodized aluminum Tested with appliance
13.  Adhesive for frame PBeijing Tonsan Adhesive Material: 1527(a) Tested with appliance

Max operating Temp.: 105°C

14.  Markings as below:

Priifbericht Nr. | Test Report No.: 68,180.9.047. 02 Ort/place:
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Sicherheitsrelevante Bauteile: (Schalter, Temperaturregler, Heizkorper, Stecker, Fassungen, Leitungen,

Kondensatoren, Motoren und sonstige Wicklungen z.B. Transformatoren, Magnetspulen)

(Not-Aus Gerdte, 2-Handsteuerungen, Verriegelungsschalter, Sicherheits-Lichtschranken, Sicherheitsventile, Programmierbare Steuerungen-SPS,
hydraulische Steuerungen, pneumatische Steuerungen .....)

Safety relevant components: (switch, temperature regulator, heating element, plug, socket, wiring, capacitor,

motors and other components with windings e.g. transformers, coils)

(emergency off devices, 2-hand-conlrol-devices, interlock switches, safety light barriers, safety valves, programmable electronic controllers -PLC, hydraulic
controllers, pneumatic controllers .....)

Bauteil/ Hersteller/ Angaben {iber Typ, Stromstrke, Leistung, Priifzeichen von
Kind of component Manufacturer Transformatorspezifikationsnummer, Isolationsklasse/ |  Test mark from
Information about type, current, power, transformer (VDE, BSI, UL etc.)

specilication number,
insulating class

a) Rating label Oy :
A0 GHINALAND SOLAR EHERGY CO., LTD.

CHN

Model No CHN210-96M
Rated Maximum Power (Pmp) 210W
Tolerance LSV

Voltage at Pmp (Vmp) 40.6V
Current at Pmp (Imp) 4.51A
Open-circuit Voltage (Voc) 57.9V
Short-circuit Current(Isc) 4940
Maximum System Voltage 1000V
Maximum Series Fuse Rating [OA

All technical data at standard test condition
AM=1.5 E=1000W/m2 TC=25°C
Application Class A
IEC61215 , IEC61730
Size:1580mm*1062mm*40mm

Weight:23KG
Cells:96PCS,125*125

]

Caution
+86 551-7758558 Potential Electrical Hazard
. www.chnland.com  MADE 1N cHINA

b) Serial No. code
har

3

[N

Priifbericht Nr. / Test Report No.; 68.180.9.047.02 Ort/place:
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Sicherheitsrelevante Bauteile: (Schalter, Temperaturregler, Heizkdrper, Stecker, Fassungen, Leitungen,

Kondensatoren, Motoren und sonstige Wicklungen z.B. Transformatoren, Magnetspulen)

(Not-Aus Gerdte, 2-Handsteuerungen, Verriegelungsschalter, Sicherheits-Lichtschranken, Sicherheitsventile, Programmierhare Steuerungen-SPS,
hydraulische Steuerungen, pneumatische Steuerungen .....)

Safely relevant components: (switch, temperalure regulator, heating element, plug, socket, wiring, capacilor,

motors and other components with windings e.g. transformers, coils)

{emergency off devices, 2-hand-control-devices, interlock swilches, safely light barriers, safety valves, programmable electronic controllers -PLC, hydraulic
controllers, pneumalic contrellers .....)

Bauteil/ Hersteller/ Angaben iiber Typ, Stromstérke, Leistung, Priifzeichen von
Kind of component Manufaclurer Transformatorspezifikationsnummer, Isolationsklasse/ |  Test mark from
Information about type, current, power, transformer (VDE, BSI, UL etc.)
specitication number,
insulating class
¢) Grouding symbol| .|
d) Warning label
attached on the
cable
Priifbericht Nr. | Test Repert No.; 68.180.9.047.02 Ort/place: Datum/date:
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Product Electrical Ratings at STC:
Solar Cell: China Sunergy Co, Lid. / TDB125
T CHN75- | CHN8O- | CHN85- | CHN110- | CHN120- | CHN125- | CHN125-

36M 36M 36M 54M 54M 54M 60M
sgﬁ;’g‘gr‘["\‘;]'t 21.8 21.8 22.0 326 32.8 32.94 36.60
iﬂ‘r’r':;fti’f:]if 4.78 5.00 5.28 477 4.90 4.90 4.81
;‘;',_Ligre[\‘;‘]t:ma"' 17.6 176 17.7 26.2 26.4 26.50 29.10
;ﬂ:ﬁ?t[ :;‘:"’a"' 4.27 4.55 481 4.21 4.55 4.72 4.30
t"gf':r'a%‘;‘:f'[\‘,;"]ith 7545% 80£5% 85+5% 11045% 120+5% 1255% 12645%
I CHN130- | CHN135- | CHN140- | CHN150- | CHN155- | CHN160- | CHN165-

60M 60M 60M 72M 72M 72M 72M
3§ﬁ29(2r?3]lt 36.60 36.60 37.2 432 43 2 432 43.4
iﬂfrr;nct”[“p‘f]'t 4.90 5.07 5.07 4.80 5.02 511 520
;g'\:;%e[\‘}]t:max' 29.40 29.70 30.6 34.4 34.6 34.6 35.0
;‘;{Lﬁ?t[ﬁ]t:max' 4.42 4.55 4.58 4.37 4.48 4.65 4.72
t";f':;a’:“;‘:)‘”[&"}’;fh 130£5% | 13586% | 140%5% | 15046% | 155:5% | 160:5% | 165+6%
T CHN170- | CHN200- | CHN210- | CHN220- | CHN230- ] ]

72M 96M 96M 96M 96M
ggﬁgg‘:r?\‘;]'t 43.8 57.4 57.9 58.4 58.5 s .
iz;’rgfti’[‘ﬂf 5.29 4.78 4.94 5.10 5.25 - .
;gﬁ%e[{'}‘]t max. 35.2 46.5 46.6 47.0 47.6 5 ’
gﬂgift[:;:m“' 4.83 4.31 4.51 469 4.84 4 :
t";f;aﬂz‘g)erﬂzth 170£5% | 200£5% | 21045% | 22046% | 23045% : ’
Priifbericht Nr. [ Test Report No.: 68.180.9.047.02 Ort/place: Datum/date:
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Product Senvica

Product Electrical Ratings at STC:

Solar Cell: Jiangyin Jetion Science and Technology Co., Ltd. / JX125S504

Bodule CHN9O- | CHN95- | CHN100- | CHN130- | CHN135. | CHN140- | CHN145-
36M 36M 36M 54M 54M 54M 54M
Sgﬁ;‘g‘;‘r‘[’s]‘t 22.30 22.60 22.90 33.00 33.10 33.20 33.40
i:frgnct"[c,&']'t 5.36 5.46 5.56 5.15 5.30 552 5.68
l‘;g'\:,aeﬂi\j’]t e 18.70 18.72 19.30 27.50 27.55 27.60 27.80
;‘;{;‘Z’:t[ﬁi‘:"‘“' 4.82 5.08 5.18 4.73 4.90 5.07 5.22
;‘;f:r'a‘:f;‘g)"'r[‘(l‘&‘;if“ 90+5% 95+5% 10046% | 13045% | 135£5% | 14015% | 145:5%
— CHN150- | CHN155- | CHN145- | CHN150- | CHN155- | CHN160- | CHN165-
54M 54M 60M 60M 60M 60M 60M
3§ﬁ:g‘;r‘[’\L;]'t 33.60 33.75 37.20 37.35 37.35 37.42 37.48
iﬂfr:;ﬁ"[c:]if 5.76 5.84 5.15 5.24 5.31 5.34 5.37
;g'\:f;%e[j]t: Ty 27.95 28.15 30.10 30.21 30.27 30.32 30.40
;‘c'):;i’r“[f‘;:ma"' 5.37 5.51 4.82 4.98 5.12 5.28 5.43
;‘(‘j‘:r'a‘:‘%‘;’f"'[‘(,;"]i*“ 150£5% | 155¢5% | 145:5% | 150£5% | 155¢6% | 160£5% | 165+5%
—_— CHN170- | CHN175- | CHN180- | CHN185- | CHN180- | CHN195. | CHN200-
60M 72M 72M 72M 72M 72M 72M
3§ﬁgg‘2r?3it 37.48 44.50 44.55 44.60 44.60 44.80 45.00
i:r"r:;]"t"f:]if 5.37 5.23 5.23 5.31 5.60 5.72 5.80
;g&l%e[\?]t: Tt 30.40 37.20 38.20 38.20 38.40 38.6 38.8
gz::z';t[ z;:'"ax' 5.59 4.70 4.74 4.84 4.95 5.05 515
Ef‘:;af]‘f:‘:fr[\f.‘;’]ifh 170Ws6% | 17546% | 180:5% | 18545% | 190:5% | 195t5% | 200£5%
—_ CHN205- | CHN225- | CHN235- | CHN240- | CHN245- | CHN250- | CHN255-
72M 96M 96M 96M 96M 96M 96M
Sgﬁ:g‘:“[’\‘;]'t 45.00 57.58 57.60 57.70 57.90 58.10 58.30
2:}:12;1‘;"&}']‘} 5.80 5.24 5.30 5.32 5.42 5.51 5.65
;‘;&aeﬂe[\‘j‘]t: L 39.9 47.90 48.20 48.30 48.40 48.60 49.10
;‘;:;i'r‘f[‘ﬁ]t:'“a"' 5.14 4.70 4.80 4.97 5.06 5.14 5.19
Eﬂfé‘;a'?}?:fr[&"ﬁm 205W45% | 22545% | 235:5% | 24045% | 245:5% | 25045% | 255+5%
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